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DIENTEN MOUNTAIN RESORT

PLOT NUMBER. / KG : 399/3 KG Dienten 57202

BUILDING DEVELOPER AND CONTRACTOR: 

 ALPEN IMMOBILIEN REAL ESTATE GMBH.  / ZELL AM SEE

BUILDING CONSTRUCTION :

 WIGO HAUS ERLER  GmbH.  / SAALFELDEN
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	GENERAL INSTRUCTIONS


THE COMPANY FERTIGHAUS WIGO / ERLER GMBH IS SUBJECT TO ONGOING MONITORING BY THE WOOD RESEARCH AUSTRIA WITH THE PRODUCT GROUP HOMES ÖNORM B 2320.

EVERY WIGO HOUSE IS AN AUSTRIAN QUALITY PRODUCT AND IS HANDED OVER TO THE BUYER AS ACCORDING TO THEFOLLOWING CONTRUCTION AND DELIVERY DESCRIPTION.

	general description
	


size of property :               1.469 M²

built area :                               427,68 m²

TOTAL FLOOR AREA :             ( EG + OG + DG ) 1.283,04 M²
LIVING AREA :                           1.520,62 ²
bUILDING DENSITY :               ( EG + OG + DG )    3.986,65 M³  
PARKING BAYS :                      16                         
PLANNED ROOMS                   ACCORDING TO PLAN

DESCRIPTION OF CONSTRUCTION
GENERAL DESCRIPTION OF THE BUILDING ACTIVITIES AND THE SURROUNDING BUILDING CONSTRUCTION:

THE EXISTING GUESTHOUSE SONNBERG WILL BE DEMOLISHED LEAVING ONLY THE CELLAR FLOOR; AND AN APARTMENT HOTEL WITH 15 UNITS WILL BE REBUILT: THE BUILDING BODY CONSISTS OF 4 STORIES: ON THE LOWER FLOOR; CELLAR; ARE NUMEROUS  ROOMS SUCH AS TECHNICAL; REFUSE; SKI STORE ROOM; LAUNDRY AND STORE ROOMS; FURTHERMORE THERE IS A RECEPTION WITH A LOUNGE ; A RECREATIONAL/BREAKFAST ROOM; WELLNESS AREA AND TOILETS: THEREFORE THE LOWER FLOOR WILL BE EXTENDED TO THE NORTH AND TO THE WEST: GROUND; FIRST AND TOP FLOOR HAVE THE SAME FLOOR PLAN EACH WITH 5 UNITS. THE ROOF CONSTRUCTION IS GOING TO BE A SADDLE ROOF WITH HORIZONTAL GABLES AT THE BALCONY AREAS: THEREFORE THE OBJECT IS BEING BUILT IN A STYLE THAT BLENDS INTO THE SURROUNDINGS. THE OUTSIDE IS BEING PARTIALLY BOARDED AND PARTIALLY PLASTERED.

2. PLANNED ROOMS:

LOWER FLOOR:

FOYER WITH LIFT, WHICH LEADS INTO THE RECEPTION; BREAFAST ROOM; WELLNESS AREA AND STORE ROOM. IN THE EXISTING CELLAR IS THE TECHNICAL ROOM; LAUNDRY; LADIES AND GENTS TOILETS; GENERAL STORE ROOM; SKI STORE ROOM AND REFUSE ROOM

GROUND; FIRST AND TOP FLOOR:

PER FLOOR AREA 5 APARTEMENTS, CENTRALLY JOINING AREAS.
 IN TOTAL 14 UNITS. EVERY FLAT HAS A BALCONY
3. PARKING VERIFICATION:

16 PARKING BAYS (SEE FLOOR PLAN)

4. BUILDING SITE:

SIZE OF THE BUILING SITE: 1.469 m2
DRAINAGE SEWERAGE: CONNECTED TO THE PUBLIC NETWORK
DRAINAGE SURFACE WATER: SEEPAGE ON THE PROPERTY (IRRESPECTIVE OF THE CONSISTANCY OF THE SOIL) OR DRAINAGE INTO THE PUBLIC NETWORK

DRINKING WATER: CONNECTED TO THE OWN DRINKING WATER – UTILITY SYSTEM SPRING
ENERGY PROVIDER: CONNECTED TO THE PUBLIC NETWORK
5. DISTANCES TO THE NEIGHBOURS:

ROAD SIDE A MINIMUM DISTANCE OF 5 METRES MUST BE HELD. ALL THE LEGAL MINIMUM DISTANCES TO THE SURROUNDING NEIGHBOUR PROPERTIES HAVE BEEN ADHERED TO.
6. BUILING INDEXES:

BUILT AREA 427,68 m2

GROSS FLOOR AREA (GROUND; FIRST; TOP FLOOR) 1.283,04 m2

FLOOR AREA INDEX 0,87

INTERIOR SPACE (GROUND; FIRST; TOP FLOOR): 3.986,65 m3

SIZE OF PROPERTY 1469 m2

LIVING AREA 1520,62 m2
BUILDING DESCRIPTION
7. TECHNICAL DESCRIPTION:

GROUND FLOOR-FLOORING STANDARD ± 0,00= 1137,53 m i.e.

BUILDING GROUND Sustainable soil –according to present state

FOUNDATION Strip/Sheet foundation: dense concrete, existing cellar

CELLAR WALLS EXTERIOR dense concrete 25 cm, insulation where needed

CELLAR WALLS INTERIOR Brick 12cm respectively brick 25cm

OUTSIDE WALLS New building (ground, first, and top floor) : 21,7 cm waler construction + 

7 cm upgraded insulation plastered respectively boarded

PARTITION WALLS Block 17cm, Block 23cm with the apartment partition walls
CEILINGS New building: Solid wooden ceilings according to the calculations
STAIRWAY WALLS Compact concrete 25 cm

STAIRWAY CEILING STB according to calculations
STAIRS STB – Solid stair floor boards

ROOF FORM / PITCH Saddle roof with horizontal gables, 18°

ROOF CONSTRUCTION Perspective roof: planed rafters – formwork – vapour barrier – above rafter insulation – counter battens – battens – brick roof tiles

INTERIOR DOORS Apartment entrance doors are fire doors EI 30

FIRE PREVENTION DOORS according to Salzburg building laws EI 30

INSULATION Heavy-duty thermal insulation 7 cm

DAMP INSULATION Bitumen sheeting 2-layers

SOUND INSULATION Tread insulated sheets built in the floor construction
FLOORING Parquet, Tiles
SCREED 7 cm Screed

TILES/FLOORS Sanitary rooms / technical area / ski store room / access areas

ADDITIONAL FLOORING Stone floors / ceramic floors in the access area
TILES/WALLS Sanitary rooms

HEATING Under floor heating over district heating

8. ELECTRICS / FIRE REGULATIONS MEASURES

ELECTRICAL INSTALLATIONS

THE ELECTRICAL INSTALLATION IS ACCORDING TO THE PRESENT OEVE REGULATIONS AND THE OE NORMS. AFTER THE COMPLETION OF THE WORK; AN ELECTRO TEST WILL CARRIED OUT AND AN ELECTRO BOOK WILL BE CARRIED OUT FOR ALL FOLLOWING TESTS ACCORDING TO THE TEST NORM E8001-6-62. INSTALLATION OF A LIGHTING DETERENT SYSTEM E 8049.

EMERGENCY LIGHTING

A CENTRAL BATTERY SYSTEM WILL BE INSTALLED FOR THE CONNECTION OF THE LIGHTING FOR THE EVACUATION SIGNS AND EVACUATION LIGHTING ACCORDING TO THE Ö-NORM E8002 LAST ADDITION. THE EVACUATION LIGHTING IS PARTIALLY INTEGRATED INTO THE DECORATIVE LIGHTING.

FIRE PREVENTION MEASURES

FOR THE BUILDING AND COMMERCIAL LAW PROCEDURE AT THE DISTRICT COUNCIL IN ZELL AM SEE; MR. HATTINGER FROM THE INSTITUTION FOR FIRE PREVENTION TECHNICAL AND SECURITY RESEARCH IN SALZBURG, HAS BEEN CONTRACTED TO CARRY OUT AN APPRAISAL WHICH WILL BE ISSUED TO THE DISTRICT COUNCIL:
9. HOSPITALITY BUILDING

ON THE GROUND FLOOR IS A RECEPTION WITH A FOYER. THERE IS ALSO A LIFT IN THE FOYER:

ON THE UPPER FLOORS ARE THE APARTMENTS:

GROUND FLOOR: 5 APARTMENTS - 11 DOUBLE BEDS

FIRST FLOOR: 5 APARTMENTS -       11 DOUBLE BEDS

TOP FLOOR: 4 APARTMENTS -             8 DOUBLE BEDS

THERE ARE THEREFORE A TOTAL OF 60  BEDS OR 14 APARTMENTS.

FROM THE BOTTOM FLOOR TO THE TOP FLOOR, A LIFT IS BEING BUILT IN THE ACCESS AREA.
	

supply and services


	walls


outer walls
ground floor walls and gable knee high walls
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consisting of a:
180 mm strong timber construction

both sides have wooden sheeting 12 mm thick

180 mm thick stone wool on the inside as thermal insulation
Vapor Barrier
12,5 MM Natural plasterboards inside

Thermal transmittance 0,17

total thickness approx. 30 cm

outer plaster including railings
THE 70 MM THICK THERMAL INSULATION PANELS (STO-SYSTEM OR SIMILAR PRODUKT) ARE PUT UP AFTER THE INSTALLATION AND COATED AND EMBEDDED WITH A GLASS SILK FABRIC. DUE TO THIS PROCEDURE YOU HAVE FOR SEVERAL YEARS, A CRACK FEE FACADE. ON THE SURFACE A 2-3 MM THICK COURSE PLASTER IS APPLIED. (COLOUR OF YOUR CHOICE, FENSTER FOLDS SURCHARGE)

WOOD CLADING

ON A 80 mm BATTEN WITH STONE WOOL IN BETWEEN; A 2 cm PINE CLADDING WILL BE MOUNTED WITH NUT AND BOLT; HORIZONTALLY AND VERTICALLY.

FOR A SURCHARGE THE CLADDING CAN BE INSTALLED DIAGONALLY; AS CLAP BOARD OR AS ROLL BOARD
INNER WALLS GROUND, FIRST + TOP FLOOR
MOST OF THE INNER WALLS ARE MANUFACTURED WITH A 125 MM WOOD WALER CONSTRUCTION, BOTH SIDES WITH A 12,5 MM NATURAL PLASTER BOARDS COVERED; WITH STONE WOOL ON THE INSIDE 60 MM.

InCLUSIVE WALL OPENINGS FOR THE SANITARY INSTALLATIONS. TOTAL WALL THICKNESS 174 mm (23 cm SANITARY WALLS). inCLUDED ARE ALSO THE SANITARY CURTAIN WALLS.
	CEILINGS 


CONSTRUCTED WITH THE wigo-innovo system CEILING FROM THE TOP TO THE BOTTOM:

150 mm starke leimholz massivdecke
12,5 mm naturgipsplatte verkleidet
35 mm streuschalung für deckenabhängung
	ROOF CONSTRUCTION


ROOF CONSTRUCTION CALCULATED FOR SNOW LOAD UP TO 3 kG per m2

carpenter moderate rafter – purlin roof structure in pine lime wood. with an eave according to plan. 20 mm Nut-spring-Profile boarding that can be seen under the eaves. cold roof: rough boarding and for the entire area laid self sticking channels, battens for the back ventilation of the roof construction and battens for the brick roof covering.
.
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roof covering
concrete roof tiles:

the roof covering is with concrete roof tiles (with a 30 year garantee on the material from the manufacturer), choose your own colour. included are all work Enthalten sind alle arbeiten an covings, ridges and gable boards, as well as the design of the first tiling together with the ventilation tiles.
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gutters and drainage pipes

the guttering takes place in aluminium (surcharge for copper). supplied are gutters including gutter hooks, drainage pipes, and tube bends, the coving sheeting, rain intake metal sheets, Wind metal sheeting as welll as the setting of fire-places and ventilation pipes.

	windows, outer doors and window sills acc. ÖNORM


Katzbeck WINDOWS  D1 , TIMBER -  aluminium combination, 3 – sheet glazing
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	paintwork


all visible pine wood sections on the outside such as boarding, rafters, And RETAINING poles, have been painted twice with SIkkens in 5 different standard colours of your choice.

	BALcONy


the balcony construction is a lime wood construction including larch pillar floors
BAlcony balustrade Height 100 cm inclusive 2-ground coats

completed in LARCHwood. 
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	delivery interior


	inside doors


INside doors for ground,first and second floor

Make sax soft in beech, made with frame, groove and ornament. glazing, stronger passage lights and rungs against surcharge.
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	floor construction ground, first and top floor


a 65mm thick concrete floor on a 60 mm thick thermal insulation and packing is applied. (ideal for under floor heating
	sanitary


SANITary piping installations 

several hot and cold plastic pipes on the ground and top floor. drainage pipes from the top to the cellar floors. 

sanitary installations

bath, shower, basib, soap dish, toilet system, etc. make or similar products according to plan. 
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( SYMBOLPHOTO ) 
	HEating


under floor heating connected to the district heating

controlled over the room thermostat, partial storage heating, under floor heating on the ground floor, top floor, brand Kutherm oäp, including towel heater, hot water boiler and the extendion of the distributor system.
	ELEcTRical installation


switch material:

consisting of switch and plug sockets, completely installed and connected.

model: ABB Busch & Jäger or similar product
Type: Busch-Duro 2000 SI in cream whiteor pure white according to choice.

discharge standard installation acc. to electro installation plan
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	wall and floor coverings
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( symbolphoto )
tiles

ceramic wall and floor plates in bathroom and toilet 2,5 m high ( 30cm x 30 cm )
MINERAL paint coat

Walls and ceilings: painted in standard colour white or in pastel tones (surcharge for full tone colours).

floor coverings

wood parquett brand HARO [image: image17.png]HARO

Diearkettmarke



BEECH country OR oak including skirting boards.
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===========================================================

the showen photos are only example photos. the delivery as well as the choice and the COMPILATION OF THE MATERIALS; CONSTRUCTION UNITS AND EQUIPMENT; TAKES PLACE WITH THE GREATEST POSSIBLE CARE.

THE HOUSE wigo/erler gmbh is CONTRACTING PARTNER WITH THE LIFE MINISTRY FOR THE CLIMATE ACTIVE PARTNER PROGRAM. THE ABOVE MENTIONED BUILDING IS NOT A CLIMATE ACTIVE HOUSE .

	Zell am See am  7.10.2009
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